MC245P150
MEC245P230
MEC245P300

CAFS-Anlagen fiir Profis

Durchfluss:

Einsatzzeit:
Reichweite:
BehaltergroRe:
Arbeitsdruck:
Treibgas:
Temperatur:

Empfohlenes
Strahlrohr:

Loschmittel:

Varianten:

Option:

200 I/min.,

bis zu 600 |/min. moglich
45 sek. | 68 sek. | 89 sek.
33 m

1501|2301 | 3001

ca. 8 bar

Druckluft

0°C-50°C

AWG Turbo-Twist

T 2400 & D25 TT
zugelassene Schaummittel

Trolley
Einschub

Schaum Nass- Trocken
Umschaltung

Stand 05/2015, Anderungen vorbehalten

Ihr Handler:

MicroCA

MicroCAFS PBK GmbH = Burgwaldring 4 = 86697 Oberhausen




MC245P150
MEC245P230
MEC245P300

CAF-systems
for professionals

Flow rate:

Operating time:

Work range:

Vessel capacity:

Operating
pressure:

Propellant:
Temperature:

Recommend
nozzle:

Extinguishing
agent:

Layout:

Option:

200 |/min.,

up to 600 |/min. possible
45 sec. | 68 sec. | 89 sec.
33m

1501 | 2301 | 300 |
approx. 8 bar

compressed air
0°C-50°C

AWG Turbo-Twist
T 2400 & D25 TT

approved foam agent

Trolley
Skid

Foam wet-dry switchable

Status 05-2015, subject to modifications

Your distributor:

MicroCA

MicroCAFS PBK GmbH = Burgwaldring 4 = 86697 Oberhausen ® Germany




